
Features
. O IMST, 2 Channels by 2 Power Suppliers.
r  AF output  power sTK457:  10W min. ,  sTK459:  15W min.  sTK-460:  20w min. ,  sTK-461:  20w min. ,

STK-463:  25W min,  STK-465:30W min.
MAXIMUM RATINGS ITa=25" C

STK- STK. STK- STK- STK- STK-
457 459 460 461 463 465 unit

Maximum Supply Voltage V66 max !26 131 t'32 133 138 !41 V
Operating Case Temperature Tg -+ -+ -r -) --) 10S 

"C

storage Temperature Tstg --' --) -+ + -+ -3oto+105 oc

Allowable Load Shorting Time t5 -+ -+ -+ -+ + 2 sec
( in appointed condi t ion)

RECOMMENDED OPERATTON CONDITIoN / Ta=2SOC

STK. STK. STK. STK- STK. STK.
457 459 460 461 463 465 unit

r18 !21 !23 !23 !26 !28 V
Load Resistance R g ohm

OPERATfON CHARACTERISTICS lTa=25"C, recommended condition RS=600 ohm, VG=40dB

STK. STK. STK. STK- STK- STK-
457 459 460 461 463 465 unrt

-t -+ -+ -+ -> 12O mAmax

10 15 20 20 25 30 Wmin

-> + -+ -+ --) 0.08 o/o1t?x

-> + -+ -r -+ 10tol00k Hz

--' -+ + + 32k ohm

Recommended Supply Voltage VCC

m
a

Quiescent Current lcco

Output Power Po

Distortion THD

Frequency Response f

Input Resistance ri

EOUIVALENT CIRCUIT

THD=0.08%
t=20-2OkHz
Po=1W
l=2O-2OkHz
Po=tW.t9 oB
f= l  kHz "

Po=1W.
f=1kHz
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srK_457,  459.460

APPLICATION: AF Power Amp.
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